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PRODUCT DESCRIPTION: 
 
UV TOP COAT is a polyester modified, aliphatic, 
acrylic polyurethane formulated specifically for 
protecting two-part epoxies and composite wrap 
systems.  A fast drying, urethane that provides color 
and gloss retention for exterior exposure. 
 

FEATURES: 
 
 Max Service temperature:  200°F (93°C) 
 Mix Ratio:  6:1 by volume. 
 Outstanding performance properties  

 

APPLICATION CONDITIONS: 
 
Temperature:35°F (1.7°C) minimum, 120°F (49°C) 
maximum (air and surface) 
40°F (4.5°C) minimum, 120°F (49°C) maximum 
(material) 
 
Relative humidity:  85% maximum 
 
 

STORAGE AND HANDLING: 
 
The shelf life of UV TOP COAT is 24 months when 
stored at 40°F (4.5°C) to 100°F (38°C).  For best 
results, store in original, tightly closed containers in a 
cool, dry place out of direct sunlight.  
 

PACKAGING: 
 
   Pint Kit 
   Gallon Kit  
 

LIMITED WARRANTY  
 
For warranty information please visit 
 
http://www.jetlube.com/pdf/Limited_Warranty 
_At_Delivery_Deacon.pdf You can also email us 
at sales@jetlube.com 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

UV TOP COAT 

 

INSTRUCTIONS FOR USE: 
 
Surface must be clean, dry, and in sound condition.  
Remove all oil, dust, grease, dirt, loose rust, and other 
foreign material to ensure adequate adhesion.  Mix the 
contents of each component thoroughly for 3 minutes.  
Make certain no pigment remains on the bottom of the 
can.  Pour the entire contents of Part B into Part A 
container.  Mix thoroughly for 3 minutes.   
 
Apply paint at the recommended film thickness and 
spreading rate as indicated below: 

    
 
Application of coating above maximum or below 
minimum recommended spreading rate may adversely 
affect coating performance. 
 

   PERFORMANCE CHARACTERISTICS: 
 

      
 


